
Standard EN ISO20345:2011 

Category S3 SRC 

Size Range UK  4 - 13 | EU 37 - 48 

Colour Brown 

Slip Resistance SRC 

Upper Full Grain Cow Smooth Leather  Construction Injection 

Inner Lining Moisture wicking breathable mesh  Outsole PU/TPU Outsole 

Footbed Removable moulded PU  Weight 650 grams (half pair UK size 8) 

Impact  
Resistance 

200 Joules fibre glass composite 
toe cap 

 Penetration  
Resistance 

Anti-penetration non-metallic  
midsole - min. 1100N 

Lightweight metal-free dealer boot with water-resistant full grain leather 

upper. Includes metal-free 200 Joule safety toe cap and composite midsole for underfoot  

protect. Non-marking TPU outsole with injected PU midsole for enhanced comfort and shock 

absorption. Features heel kick spur for easy removal.             

Care Advice: To enhance the life & performance of the footwear, upper should be kept clean & dry. Dry/damp cloth or shoe polish/

spray to be used as per the need. Sole to be checked and clean regularly to maintain its traction. Any obvious damage in footwear 

may reduce full protection and must be replaced. 

 Lightweight metal-free safety dealer boot 
 Water-resistant full grain leather upper 
 Fully non-metal 
 Moulded PU scuff cap for extra durability 
 Kick heel spur for enhanced heel support 

and protection 
 Elasticated twin gussets on sides for secure fit 
 Twin handy pull on loops 

 Comfortable, cushioned and removable  
PU footbed 

 Injected PU midsole enhances comfort and 
shock absorption 

 Non-marking TPU outsole            
 Oil resistant outsole          
 Antistatic          
 Energy absorbent heel  
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